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1 Improved traditional practice
Advantages

• Better environment than traditional practice
• Affordable
• Very convenient

Disadvantages

• Not fully sanitary
• Risk of groundwater and surface contamination

Tentative material required

Tentative material cost
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Rural Sanitation Options

Improved Traditional Practice
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Conventional pit latrine

Lid or cover latrine

VIP latrine

Pour flush latrine

Septic tank toilet
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PREVENTION OF EXCRETA RELATED DISEASE

1. lmsiooTiieJCUJan^osi^u Use latrines for excreta disposal

2. s^Scid&Sivvtu^iiujyinlsiooxi*)*} Wash your hand with soap after using latrines

3. a^Sn«aeau*)n>tJjao6oyu*)S3fc8')o Wash raw vegitables and fruits with clean water

4. u*)t^ufaw8ioccri3nuctatsa«i5fio£J^*)JJ Use clean water to cook and wash plates and pans

5. oi iufaKSio Drink safe water

6. a*njjnsujiuc£iu»*sji8ijffiomj Wash your hands with soap before eating and cooking
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Option 1:
Improved Traditional Practice
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2 Conventional pit latrine

Advantages

• Less chance for transmission of excreta related diseases than
open defecation

t

• Developing practice to use latrine
• Affordable
• Simple technology
» Can be used as fertilizer after one year composting
• Appropriate for low income families

Disadvantages

• Not fully sanitary

1

t

• Flies and odors
• Risk and fear of falling into pit
* Risk of groundwater and surface WSter contamination
• Once filled the latrine has to be moved to another location

Tentative material required

Locally available wood / timber

Tentative material cost

*

I
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Option 2:
Conventional Pit Latrine
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3 Lid or cover latrine

Advantages

• Less chance for transmission of excreta related
diseases than conventional pit latrine

• Privacy
• Simple technology

• Odor reduced
• Appropriate water is not freely available and

Suitable for low income families.

Disadvantages

• Not fully sanitary
• Risk of odor if not properly constructed
• Risk of groundwater and surface water contamination
• Once filled the latrine has to be moved to another

location

Tentative material required

Cement 1 bag
Dry sand 70 lit
Gravel (12mm) 105 lit

Wooden lid
Locally available material for the house

Tentative material cost

USD 40
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4 VIP Latrine

Advantages

Little odor
Privacy
Less chance for transmission of excreta related
diseases than lid or cover latrine
Good health and hygiene practice
Can use as fertilizer after one-year composting.

reinsure material requir

VIP latrine with brick lining:

Cement
Brick
Gravel
Sand
Rebar
PVC (150mm)
Fly screen

BS

88 kg
900
0,1m1

0,1m1

2,2 kg
2,5 ra
1

Disadvantages

• Technical support required when installed as proper
construction is crucial

• Risk of groundwater and surface contamination

Locally available material for the hotat

Tentative material cost

USD 60

• Once filled the latrine has to be moved to another
location
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Option 4:
VIP Latrine
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5 Pour flush latrine

Advantages
• Odor free
• Privacy
• Little chance for transmission of excreta related

diseases
• Good health and hygiene practice
• Appropriate where water is available
• Long life time and no need to move for many yeW!

Disadvantages
Water necessary for flushing, 1 lA - 2 liters
Risk of groundwater contamination
Risk of groundwater and surface contamination
Not appropriate where water is not available

• Desludging of toilet required every 3-5 years

Tentative materia

Cement
Sand
Gravel
Steel ( 0 6mm)

1 Squatting plate

Tentative material

USD 75

1 required

70 kg
0,1 m3

0,15 m3

1,5 kg

cost



Option 5:
Pour Flush Latrine
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6 Septic tank toilet

Advantages

• No odor

. • •

• Privacy
• Little chance for transmission of excreta related

diseases
• Good health and hygiene practice
• More esthetic and less contamination of water sourest
» No breeding of flies
• Can be installed very close to house and suitable in

densely populated areas
• Appropriate where water is available

Disadvantages

Water necessary for flushing, 4-5 liters
High initial cost
Desludging of toilet required every 3-5 yriln
Technical support required during installation

• Not appropriate where water is not available

Tentative material

Cement
OI roof sheet
Rebar (6mm)
iron nails
Binding wire

Latrine pan
PVCpipeQ")
Sand
Gravel

required

15 bags
6 units

12 kg
lkg
'/ikg

1
10 m
-i 3
2 m
** 32 m

Locally available MWerial for the houst

Terrtatfve material

USD 200-250

cost
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Option 6:
Septic Tank Toilet




